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INPUT JACK
Plug mic in here and doubles 

as an ON/OFF switch

LONE WOLF BLUES COMPANY LLC
TERMINATOR R

*PATENT-PENDING

ABOUT
The Terminator is an active FET buffer and isolated splitter with a 10 meg ohm input. The 10 meg impedance is ideal for 
crystal microphone elements and more than adequate for controlled magnetic elements; in other words, it is perfect for 
your bullet microphone. Your tone will be fatter and you may find that microphones that have been put away now sound 
great. Good effect pedals will have a true bypass and with a true bypass you will lose the impedance match that the 
pedal provides causing the tone to be a little thinner, just like playing with no effect pedals at all, the Terminator will 
prevent this tone loss while in bypass by always providing an optimum impedance match for your microphone. The 
splitter function allows you to play through two amps at once or go to a PA with the second output, this feature allows for 
a lot of creativity and a stereo sound while performing. You can have effects with one amp while the other amp is clean, 
different effects with each amp or anything else you can dream up.

There is no gain in the pedal and there is no distortion. One output can be used to feed an amplifier and the second can 
feed either another amplifier or the LINE (or instrument) input on a PA.

POWER
The Terminator operates off of a 9V battery or a 9V DC power adapter. To make it all just a little easier Lone Wolf is 
offering a power supply for US and EURO customers. The AC adapter requirements are 9V DC with a minimum 100mA 
output and a 2.1mm x 5.5mm connector with a negative center and positive outside. The battery is switched OFF when 
an external power supply is used, and the unit is always powered whenever the mic is plugged in. The IN jack acts as 
the ON/OFF switch and the pedal is ON as long as there is a cable plugged into the IN jack.

DC POWER PLUG
Requires 9V DC, 
200mA or greater 

output with a 2.1mm x 
5.5mm connector with 

a center negative

FEATURES
  1. 10 MEG OHM Input Impedance
  2. Two Isolated Amplifier Outputs
  3. 9V DC Input (barrel with a negative center)
  4. LED ON/OFF Indicator
  5. Reverse Polarity Protection
  6. 5-year warranty on parts and labor
  7. If not satisfied, return within 60 days for a refund of 
      the purchase price minus 4% credit card transaction fee

OUPUT JACK
Plug amp in here

LED
On/Off Indicator

POWER PLUG

OUPUT JACK
Plug amp in here

SEE REVERSE SIDE FOR HOW TO USE THE TERMINATOR 
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PA

INSTRUMENT OR LINE INPUT

USED AS A BUFFER USED AS A BUFFER
AND SPLITTER

USED AS A SPLITTER

USED TO OBTAIN UNIQUE STEREO SOUNDS


